
















































































[ALTERNATIVE COVERAGE CHART 4]
Dry Dense Pack Sidewall Applications ( pcf minimum installed density)

Thermal Resistance
(R-value)

Resistencia termica (R)

Framing

Estructura

Installed
Thickness
(inches)

Espesor instalado
(pulgadas)

Minimum Wt
Per Square Foot

(Ib/ft2)

Peso mi'nimo por pie
cuadrado Ib/ft2

Maximum Coverage
per Bag (no

adjustment for
Framing) (ft2/Bag)

Cobertura maxima por
bolsa (sin compensation

para la estructura) ff'/Bag

16 inch o.c. (ft2/Bag)

Maximum Coverage per Bag
(Adjusted for Framing)

Cobertura maxima por bolsa (con
compensation para la estructura)

16 inch o.c.
(ftVuag)

24 inch o.c.
(ft2/Bag)

THIS COVERAGE CHART IS FOR DRY APPLICATIONS ONLY AND IS BASED ON THE [Name of insulation
blowing machine], WITH MATERIAL APPLIED DRY. FOR MAXIMUM COVERAGE PER BAG (ADJUSTED FOR
FRAMING), THE FRAMING FACTOR FOR OC STUD SPACING IS %; FOR OC STUD
SPACING THE FRAMING FACTOR IS .

[OPTIONAL TEXT]:
Produced using 10 times less energy than other types of insulation products. Comparison based
on an R-19 value at one-square-foot coverage area. This comparison includes the production and
energy used in the manufacturing process. To get the marked R-value, it is essential that this
insulation be installed properly. If you do it yourself, follow the instructions carefully. For
further instructions, visit our web site at www.TAPinsulation.com. Tested and approved to meet
quality standards of the State of California Department of Consumer Affairs, Bureau of Home
Furnishings and Thermal Insulation, License No. , Registry No. . T«A»P insulation
meets and exceeds EPA guidelines for products manufactured with recycled fibers. The material
content of T«A«P insulation consists of at least 85% recycled paper fiber. This insulation does
not use asbestos, fiberglass or formaldehyde in its manufacturing process. According to T»A»P
Material Safety Data Sheet (MSDS), the application of the product requires the use of safety
eyewear and a NIOSH-approved N95 or higher disposable or reusable particulate respirator if
housekeeping and engineering controls do not maintain nuisance levels below regulatory limits
or dust concentration is unknown. If you suffer from asthma or respiratory ailment we
recommend you consult your physician prior to using this product.

This product meets the amended CPSC standard for flame resistance and corrosiveness of
cellulose insulation.

Class 1 Building Material
[appropriate standards to be inserted, as applicable]

Tested and approved to meet the quality standards of the State of California Department of
Consumer Affairs, Bureau of Home Furnishings and Thermal Insulation, License #

Testing services furnished by
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[WH stamp on product manufactured at GreenFiber establishments; may include following text]
US GreenFiber WH
Licensed Manufacturers:
LISTED: Cellulose Insulation
Albany, NY
Norfolk, NE
Delphos, OH
Salt Lake City, UT
Intertek
W/N 14001

or

[UL stamp on product manufactured at GreenFiber establishments; may include following text]
UL CLASSIFIED
R15890
Issue No. F-9706
Loose Fill
US GreenFiber, LLC
Classified in accordance with the following ASTM C739 Characteristics
Flammability Characteristics
Critical Radiant Flux: Greater Than or Equal to 0.12 W/cm2

Smoldering Combustion: Less Than or Equal to 15.0 percent
Environmental Characteristics
Corrosiveness: Acceptable
Fungi Resistance: Acceptable
Moisture Absorption: Acceptable
Odor Emission: Acceptable
Density (Settled):
Thermal Resistance: ( ) R/in. (at 4 in. thickness)

[ALTERNATIVE ATTIC CARD 1]:

CUT OUT AND STAPLE IN ATTIC
ATTIC CARD: STATEMENT OF COMPLIANCE FOR LOOSE FILL INSULATION: THIS
INSULATION HAS BEEN INSTALLED IN CONFORMANCE WITH THE ABOVE
RECOMMENDATIONS TO PROVIDE A VALUE OF R- USING BAGS OF
INSULATION TO COVER SQUARE FEET OF AREA.
Builder's Signature Company Name Date
Installer's Name Company Name Date
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[ALTERNATIVE ATTIC CARD 2]:

THIS FORM IS ONLY FOR PEST CONTROL OPERATOR USE.
CERTIFICATION
This insulation has been installed in conformance with the above recommendation, to provide a
value of:
R- using bags of this insulation to cover square feet of area.
Builder's Signature:
Company: Date:
Applicator's Signature: Date:
Company: Date:
PCO Licensed:
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